4.20[0.165] Specifications:

Az0.3 , A«
Voltage rating:250V AC/DC
_Ir A E: 250V AC/DC
= 7.4 [0.291] Current rating:1A AC/DC
3| ——————  HiEdii: 1AACIDC
o, Withstanding voltage:500V AC/minute
N i 52 B . 500V AC/4) 4
- Temperature range:-40°C-+105°C
T 1.50 [0.059] R -40°C-+105°C
= ‘I 1.40 [0_055] Insulation resistance : 1000MQ min
gk H#HH: 1000MQ Min
A+0.3 Contact resistance:20mQ Max
42[0165] i, 20m max
i r <
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™ o X2001 HAZ2 -2x22- PT V01
~ N _—
145 [0.046] S = ®@ @ 6 @ 6
o 2.95[0.115] 1.Series No
2.Category:HA2-Three piece double contact
3.Row No.Pin No:2xXX-2x03P-2x30P
A+0.3 4 Material:PT-PBT Glass Fiber UL94V-0

1.9 [0.074] 2.30 [0.091] 5.Plating:V01-Gold Flash

:| Dimensions Dimensions
Poles Poles
r A B A B
2x03 11.20 4.00 2x13 31.20 24.00
E 2x04 13.20 6.00 2x14 33.20 26.00
o 2x05 15.20 8.00 2x15 35.20 28.00
2x06 17.20 10.00 2x17 39.20 32.00
2x07 19.20 12.00 2x18 41.20 34.00
2x08 21.20 14.00 2x20 45.20 38.00

5.4[0.212]

2 2.0 [0_078] 3.5 [0_137] 2x09 23.20 16.00 2x22 49.20 42.00
Q ] [ i 4.2 [0.165] 2x10 | 2520 | 18.00 | 2x25 | 55.20 | 48.00
B 2x11 27.20 20.00 2x30 65.20 58.00
o E@@@@@@@@@@@@@@@@@ 12 | 2920 | 2200 /
N
@ @ @ @ @ IE @ @ @ @ @ @ @ IE @ @ @ X2001HA2-2x22-PTV01 | PBT Glass Fiber Brass X2001W
B10.2 PART NO Material Material(Pin) | Suitable XKB Wafer
DSND SCALE: N/A MODZEB TYP’IEE:)C c t
.0mm onnector
ANGLAR +5° .
AXx < 4 0.2 DWN VIEWEH PART NO -
AX 4<L< 16 03 CHKD UNIT: mmiin X2001HA2-2x22-PTV01
AX 16<L< 63 +0.4 DWG NO.:
MARK DESCRIPTION DATE REVISED | APPROVED L> 63 +0.5 APPD SIZE: A4 X-X2001HA2-2x22-PTV01
REVISIONS UNSPECIFIED TOLERANCES WEIGHT | SHEET |REVISION
www.helloxkb.com www.helloxkb.cn www.xk-dg.cn XKB INDUSTRIAL PRECISION CO,L”V”TED 11 A0




