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KNSCHA ELECTRONICS CO.,LIMITED

— . e B REE R
Operating DF Max Ripple
Q
NO [series CAP WV Size CAP Temperature | (120Hz (3§1§n) ESR2(50(.,:MAX Curent Ea (D)
(uF) | (v.p0)|  (mm) % Range 25°C) (uh) /100KHZ) (mA@105°C | M
(‘C) (% /100KHZ)
1 SHG 100 10 5*11 +20 -40~105 20 10 2 210 3000
2
3
FEBH: X5
J7ARFBHE BT RHE A R A F AL F2udk12m




1. &FFRME(TEST STANDARD):

JIS C 5141 - 1991 H-FHL33 A F & JE 1 4 F AR FR R e A 38
JIS C 5102 H-TFHLEF B 2 AR RR L
GB 5993-91 HTHREZFBEEHAR B 9. BEAMEEERBREEAR

2. EHYEE (Adapt Range) :
K= RREBER T AR ER B FRBARAFEHFEER.

This product specification is adapted to Aluminum Electrolytic Capacitors produced by
KNSCHA ELECTRONICS CO.,LIMITED.

3. ff IR E Vil (Operating Temperature Range):

6.3~100WV: -40~+105C 160~450WV: -25~+105C

4. YR B K (Surge Voltage):

IERE (V)
63 10 [ 16 | 25| 35| 50 | 63 | 100( 160 [ 200 | 250 [ 350 | 400 | 450
Rated voltage
TRY E (V)
iR LR 8 | 13 | 20 [ 32| 44 | 63 | 79 | 125]| 200 | 250 | 300 | 400 | 450 | 500
Surge voltage
5. HiFE(Dissipation Factor): (25°C,120Hz)
LAERIE (V) 63| 10|16 25| 35| 50 | 63 | 100 | 160 | 200 | 250 | 350 | 400 (450
Rated voltage
BREREE 22 120 (16| 14| 12| 10 | 9 8 15 15| 15 | 20 | 20| 20
D.F.(Tan%) Max
E: SHAERESAT1000uFr, SHIN1000uFHR KA EVMEMHPBEM2% .
6. J% YL (DC Leakage Current)
JHE A E FE R 3 B S (After 3 minutes application of rated working voltage)
6.3~100WV 1<0.01CV 3.0(nA) , (at25°C)
160 ~450WV 1<<0.03CV(pA) , (at257C)
7. BB R~ R B (Marking):
<< [
}8\0[ o y - =R .9
: Zst
......... 3
KBNSg e - w3
"""" o SHG (M) 105°C+4--+4. 5
SHG efecccccnans 4
M) 105°C S S 5
®OD<13mm ®D>16mm
NO. fRERHZ Item
1 BHJe # A =7 i br(Logo)
2 A SR (BiE L E M%&) Capacitance and Rated Vlotage
3 iR Polarity bar
4 7= il B4 (Series)
5 Y Fl 5 TAE B =il ¥ (Capacitance Tolerance and Operating Temperature Range )
J7ARBHE A T R PR A B A ERYIEE




8. /MEE (Dimensions)

Sleeve

¢ d+0.05MAX

i ©

Rubber Bung

I

< > (< ;|<—> D —— |
L+ o max. 15min. 4min. ¢D*05
@D F a @d
5 2 1.5 0.5
9. LYK I AR EL (Multiplier for ripple current) :
PR Z ¥ Frequency Coefficents
Frequency
(HZ)| 50/60 100/120 1K 10K 100K
CAP(uF)
CAP=330 0.35 0.5 0.75 0.85 1
330=CAP=1500 0.45 0.65 0.85 0.90 1
CAP=>1500 0.53 0.75 0.90 0.95 1
BERE temperature coefficients
Temperature(°C) <50 65 75 85 95 105
Multiplier 1.9 1.75 1.57 1.4 1.2 1.0
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10. #i& B A RIER (Frame drawing and Material list):
10.1. #iE R (Frame drawing)

10.2. #1HRI3R (Material table)

NO. Fe R A R &
Component Material Remarks
5l £k fE+CPL
! Lead line Aluminum + Cpwire
W i
2 Terminal Aluminum wire
itk AR
3 Rubber Synthetic rubber
ERR{E A
4 Al Foil(+) Aluminum
AR E L2
> Al Foil(-) Aluminum
|5 sl
6
Case Aluminum case
7 BE PET
Sleeve
AR AR FHL A P A A 0K
8 Separator Electrolytic capacitors paper
AR s LB
? Working electrolyte Ethanediol
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NO b | % # M %
Items Conditions Specifications
R E Temperature: 105+2°C
S 100K Hz IE 52 A2 ¥t S b FEL AR+ 22 At L IS DA < bk
BRRUgr sy [Ripple frequency:
I Maximum permissible The maximum sinusoidal alternating current of a freequency Refer to table
ripple current specified below at whith the capacitor can be operated
continuously, Where DC.Voltage+peak ripple voltage <<Rated
voltage.
PE T HEHUE RS, @48 E KR EE, 6.070%h
(FEH30, JHUES573080) N—fE3h, 4EiR1000[E &,
WM R OB 1-2 /NN B AP IR 2R I E 5 A2
The capacitor shall be subjected to 1000 cycles at a temperatu
specified below,each consisting of a charge period of 30+5s,
followed by a discharge period of approx 5min.30s.And the
capacitor shall be stored 1-2hours under standard atmospheric
conditions to obtain thermal stability,after
which measurement shall be made. T L. ANEIERLE(E
s, wes o
Test voltage:see 4 specified value
MESTENES MEE: 15~30C AR YIGHER
11.2 Surge Voltage Test Temperature:15~30°C 19 U\ &
Capacitance
I35 ] %% Measurement circuit change:Within +15%
of theinitial
valueinitial value
Wk AT HEE
RIE:BIEARA AL (1KQD
Protective series resistor(1kQ)
V:H i ER DC Voltage
R2:j8CHL FEBH Discharge resister(1KQ)
S: I TF K Switch
Cx:fFill 25 #% Test Capacitor
L MR 120Hz
RV 2D Measuring frequency:120Hz e 25 B VYR 22,
11.3 Capacitance M E: 0.5Vrms or less +20%-20%Capacitance
(Tolerance) measuring voltage:0.5Vrms or less tolerance+20%-20%
DC bias voltage:+1.5~2.0 V DC
M2 A 5 i A A [ D513
BiFEA IEVIME .
114 (tgd) Measurement shall be made under the same conditions as those|Refer to table 5.

Tangant of angle

given for the measurement of capacitance
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NO

b S|

Items

*

Conditions

M

Specifications

11.5

TR

Leakage Current

HL A 45210001002 f G 47 R BEL I n Fi s 1
a3 R FL R

The rated voltage shall be applied across

the capacitor and its protective resistor
which shall be 1000+£10Q.The leakage
Current shall then be measured after an
electricantion period of 1min.The leakage

current shall be calculated by the following

equation.

JEHR: (D =E/Rs

Leakage current:

E: ELI R R A F S E

Voltage measured with DC voltmeter
R i#E AL BE A4 L B

Resistance of the protective resistor

%€ H1L % measurement circuit

5 —

I
ED
I

CX

Hi 5B R ¥2: (voltage drop method)
Rs:ArifE L BH A FEFEAE. (1000+1002)
protective resistor

B R B TR

DC voltmeter or electronic voltmeter
S1:FF3% switch

S2: A R ARSI AR HTT K
protective switch for a voltmeter

CX:AF I L2528 test capacitor

6T
Refer to table 6.
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|
NO I)t\emas %onfi:tions
HLAR B ARG N R U AL 2R
The capacitor shall subjected in turn to the procedures specified below.
B B i I 18]
Step Temperature Times
1 20£2°C HOPHPIRS
2 -40(-25)C *2hours
3 20+2°C RO ERRES
4 105°C *2hours
5 20+2°C HOPHPIRS
* AR EAS IR, ArEpTE R A B E 5 T .
* The capacitor should be stored at rech temperature until measured temperature
impedance or capacitance are stabilized.
AiRRR BELEL R B 11,9.10751
Characteristic Impedance ratio refer to No9.10
at High and low ?tfﬁj 4 AR 5 1120 +20%
1.6 temperature CH B D within-20~+20%
change in capacitance
F AR R i HE-20~+20%
OB within-20~+20% of step
B4 change in capacitance 1
Stepd HUE S FEOAT
U LI Less than 500% of the
Leakage Current specified value

BrBcr: AR, SFEMBEIUE.

Step 1:Capacitance,Dissipation Factor and impedance shall be measured.

BrBr2. E2/N S, KB ERRAS .

Step2:After the capacitor being stored for 2 hours,capacitance, Dissipation Factor and
impedance shall be Measured.The measurement shall be made at thermal stability.
BrBrd: JRCE2/AN S, KB ICPERRA I .

Setp4:After the capacitor being stored for 2 hours,Capacitance, Dissipation Factor and

impedance shall be Measured. The measurement shall be made at thermal stability.
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NO A % B P
Items Conditions Specifications
—. 5 A.C.test
JitE L AE . Applied voltage
AZ i L AN L 0. 748 (R ATE B HL R B250VAC AR
A.C.voltage not exceeding 0.7times the rated
Direct voltage or 250V AC whichever is
the lower.
i Frequency:50HzE{60Hz
H PR P 2 8 R 3 Series resistor refer to
the table below.
Capacitance Series resistor
C<1uF 1000£100Q
[uF<C< 10uF 100£10Q
10uF<C<100uF 10£1Q
PR EATIT, B
100uF<<C<1000uF 1£0.1Q Bobs. TR
1000uF <C< 10000uF 0.120.01Q FUEF UL 5085 o
The pressure relief
H—sjjﬁ)ﬁ 10000uF<C / device shall open in
Pressure relief .
such a way as to avoid
N N any danger of fire or
* LA 7 322 9
11.7 R BHLAR S T R LA 1 172 explosion of Capacitor

Resistance is equivalent to a half of
Impedance by test frequency.

Z. Hi5 D.C.test

ot AN e AR L A 58 ) B [ L o
Reversed polarity D.C.rated voltage shall

be applied to the capacitor.

e L ZMEEH TR ERemmEL B AR .
2. RIIFLAE30MinSG . B B ASER,

(EAIREE T

Note:
1.This requirement applies to capacitors

with a diameter of 6mm or more.
2.When the pressure relief device dose

not open even 30minutes after commencement

of this test,the test may be ended.

elements.
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Nolﬁﬁ % v 3
Items Conditions Specifications
FE105+2°CITEIRAR N, FA RIS SUVFSCR IR, Jin | I B REE
(LA FEL S R A2 AT LS P e L ) R 245 T30 FEUS, If (] 3000 | Leakage current: <
+24 /BT, RIS ARG, EFRHERIRZS T ICE 16/ 53T I | Initial specified value
The capacitor shall be placed in a circulating TR YINHE P
air oven at an ambient temperature of +20% AN
105+2°C. It must not be subjected to direct Capacitance change:
11.8 %Eﬁﬁ radiation from herting elements.DC voltage and the within+20% of
Lord life
rated ripple current shown in table shall be Initial value
applied for a period of 3000 424 hours,The sum of the FFEAIEY): AR
DC voltage and peak AC voltage must not exceed the SEAE 2%
full rated voltage of the capacitor.It shall be Dissipation factor:
subjected to standard atmospheric for 16 hours, <200% of initial
after which measurement shall be made. specified value
1% Temp: 105£2°C VR WA R —
5] 7] Time: 1000436/ Sy b= 24 M.
RUHACRE: R A SRR OKQ) , INEE
TN RE FL R 3070 S AR AE TBUAR, A7 i B 2448 /N J N
Condition: The DC rated voltage shall be applied HEANE: YMER
across the capacitor and its protective. £20% LA
BB resistor (1kQ) for 1 minutes, The capacitor shall Capacitance change:
11.9 Shelf life then be stored under standard Atmospheric within£20% of
Conditions for 24-48 hours. Initial value
BFEAIED]: AN
i B RS, R T, T<efiiopty,  [C IO
Leakage current: rated voltage for one minute Dissipation factor:
[=applied the provisions of twice the value of <200% of initial
specified value
2 v I A R AR90% LA
Solder presstime: 2+0.5s At least90%00f
JE JEL g5z B RE Circumferential surface of
10| Qi |

Solder temperature: 235+5°C

the dipped portion of
termination shall be covered

with new solder

JIRRH S T RS AT BR A A RS
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NO o B % M M
Items Conditions Specifications
i K 44 WL 350+10C TR AN UEA
Resistance to Test Temperature:350£10°C Leakage current: Not more
soldering heat FTE]: 3.5+0.5s than the specified value
Test time:3.5+0.5s AR YA R£10%L A
Capacitance Change :
within=10% of the
11.11 initial value
BUREMIED): ANEEHEE
Dissipation Factor: Not More
than the specified value
S TEW G
Appearance: No remarkable
abnormality
i R 40£2C TR A
Resistance of Test Temperature:40+2°C Leakage current: Not more
dump heat WBRE. 90-95%Rh than the specified value
Relative Hwmidity:90-95%Rh AR L WIIE AIE10% LA
IFA): 240+8hrs Capacitance Change :
Test time:240+8hrs within+10% of the
11.12 R R A E 24-48 /N initial value
To expose in the atmospheric FUEMIEY): ANERBEH
condition for 24to 48 hours Dissipation Factor: Not More
after completion of test than the specified value
S TEW] SR
Appearance: No remarkable
abnormality
i 4 2k $i#e: 10-55-10Hz/%) e FRL A I D B A A
Resistance to vibi] Frequency: From 10 to 55 Hz and B, W E, w1
return to 10 Hz,shall be transferred UM% o
in 1 Min Total Amplitude:1.5mm Capacitance:During the
test,measured value to
M X Y.Z J7 A2/ be stabilized(when
113 Direction and duration of vibration : measured several times

3 orthogonal directions mutually
each for 2 hours Total 6 hours.

H AR FIRIE R £5% AN

Capacitance change: ~ Within £5% of the initial value

within 30 min before
completion of test)
Appearance:No
remarkable abnormality

S WG
Appearance: No remarkable
abnormality
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NOJﬁH % M
Items Conditions Specifications
TR ¥ 7742 W AR AL To ] R
Resisting Solvent Solvent:Isopropylalcohol Appearance: No remarkable
11.14 W 20-25C abnormality
Temperature:20-25C
ff(a]: 30+5s
Time:30+5s
. i Bt ) HEFERT 1) 5 P 2 R, A
Terminal Diameter of Tensile AR, FFEAERILE,
Strength terminnal Strength | continued  time T3 AN TEA U 3 A g 45
e (mm) ™) 3.
Tensile 0.3<d<0.5 5 When the capacitance
test 0.5<<d=<0.8 10 10+1sec is measured,there shall
intensity 0.5<d=<1.25 20 be no intermittent
= i om 2[4 2bends contacts or open-or
1115 winding short-circuiting.
intensity e 2l HE R B There shall be no such
Diameter of Tensile mechanical damage as
terminnal Strength Awl quality termir
(mm) Q)
0.3<d=<0.5 2.5 0.75kg
0.5<d<0.8 5 0.51kg
0.5<d=<1.25 10 1.0kg
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