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FERYRS - 430452417

Product Description : Micro-Fit 3.0
Vertical Header, 3.00mm Pitch, Dual Row,
24 Circuits, with PCB Press—fit Metal
Retention Clip, Gold, Glow—Wire Capable,
Black, Tape and Reel

255 : 43045
A ¢ Active

Product Category : PCB Headers and
Receptacles
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GADSL/IMDS Not Relevant
China RoHS {":3'
EU ELV Not Relevant
Low—Halogen Status Low-Halogen per IEC 61249-2-21
REACH SVHC Not Contained per D(2023)3788-DC
(14 Jun 2023)
EU RoHS Compliant per EU 2015/863
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- IPC 1752A Class C
- IPC 1752A Class D

- Molex Product Compliance Declaration

- IEC-62474
- chemSHERPA (xml)
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£l 43045
Wi B Micro-Fit 3.0 Vertical Header,

3. 00mm Pitch, Dual Row, 24
Circuits, with PCB Press—fit
Metal Retention Clip, Gold, Glow-
Wire Capable, Black, Tape and
Reel
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Power, Wire—to—Board



https://www.molex.comnull.html
https://tools.molex.com/molex/electrical_model/MultiPartComplianceDocuments.action?pn=430452417
https://www.molex.com/bin/molex/rohspdf?partNumber=430452417
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High Temperature, Square Pin,
Solder Type; This Molex product
is manufactured from material
that has the following ratings,
tested by independent agencies:
a) A Glow Wire Ignition
Temperature (GWIT) of at least
775 deg C per IEC 60695-2-13. b)
A Glow Wire Flammability Index
(GWFI) above 850 deg C per IEC
60695-2-12 and hence complies
with the requirements set out in
the International Standard IEC
60335-1 5th edition — household
and similar electrical appliances
— safety, section 30 Resistance
to heat and fire. The customers
using this product must determine
its suitability for use in their
particular application through
testing or other acceptable means
as described in end-product glow—
wire flammability test standard
TEC 60695-2-11 and any applicable
product end-use standard(s). If
it is determined during the
customer’ s evaluation of
suitability, that higher
performance is required, please
contact Molex for possible
product options.
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Micro-Fit 3.0 Dual Row Receptacle 43025
Housings

Micro-Fit TPA Receptacle Housings 172952
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