SUNCON

Aluminum Electrolytic Type / Radial Lead Type RoHS compliance

. Low Impedance (ME-UAX)
» o= =120 5mm Height(UAX), 7mm Height(SAX) (ME-SAX)
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25 EEE
= SE e ME-UAX : 105T, 1,000hours, Solvent proof (within 2 minutes)
® @ ran ® ME-SAX : 105T, 1,000hours, Solvent proof (within 3 minutes)
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o Items Specifications
Rated voltage V) = 6.3 10 16 25 35
CE-BE Surge voltage V) Room temperature 8.0 13 20 32 44
CE-BD Category temperature range (C) - —551t0 +105
CE-BS Capacitance tolerance (%) 120Hz/20T M: +20
CE-BSS
cEre Dissipation Factor (tan ) tand (max) 120Hz/20T 0.24 0.20 0.16 0.14 0.12
CELD Leakage current (LC) M A/after 2minutes (max) The greater value of either 0.01CV or 3
CE-FSS Impedance ratio at Based the value at |—40T |Z/Ze0c 3 2 2 2 o)
CEFS low temperature 120Hz, +20T | 551 |7/700t 5 4 4 3 3
CE-FH 105C, 1,000hours AC/C Within £25% of the initial value
CE-LH rated voltage applied 5 -
Endurance (With the rated tano Less than 200% of the specified value
CE-AX ripple current) LC Less than the specified value
CEKX
cEcA W Dimensions sleeve o Unit-
+H .
CE-LS % / - $d=+0.05 w
g = []B) pa 5 6.3
CE-ZX ] i @
cEo ° o F 1.5 2.0 25
< od 045 | 045 | 045
CE-LX
[~ 15min —| 5min |[~—
CELL <~ L+imax —}~—— 20min

CE-LH(High Voltage) . .
«=rc W Size, Impedance, Rated Ripple Current

CE-PH O®ME-UAX series
wers BB V| 6.3 \ 10 \ 16 \ 25 \ 35

CE-PF 33 ! ! ! ! ! ! 6.3x5 1 044 ' 230 | 6.3x56 ! 044 ' 230
CETH 47 | | l | 6.3x5 | 044 | 230 | 63%x5 | 044 | 230 | 6:3x5 | 044 | 230
CE-JX 56 . . . . . . 63x5 | 044 | 230 . .
CENP 68 1 1 6.3x5 |, 044 ; 230 | 6.3x5 ; 044 ; 230 1 1 | |
CEFN 100 6.3x5 ' 044 ' 230 ! ! 6.3x5 ' 044 ' 230 ! ! ! !

VE-SWE 150 6.3X6 | 044 | 230 | | | | | l l l
ME-UZ-SZ 220 6.3x5 | 044 | 230 : : : : : : : :
.
T O®ME-SAX series
LF Y 6.3 10 16 25 35
ME-HC
47 | | | | | | ! ! 4x7 1115 90
ME-LS ; ; ; ; ; ; ; ; ; ;
i 10 ‘ ‘ ‘ ‘ ‘ ‘ 4x7 1 1.15 , 90 5x7 | 049 | 160
on 15 ! ! ! ! 4x7 1115 ' 90 | 5x7 1049 ' 160 | 63x7 | 0.29 | 280
o 22 : : 4x7 1115, 90 5x7 | 049 | 160 5X7 | 049 | 160 | 6:3x7 , 029 | 280
A 33 ! ! 5x7 1049 ! 160 5X7 1049 ' 160 | 63x7 1 0.24 | 280 | 6:3x7 ' 029 ' 280
X 47 5X7 | 049 | 160 5x7 | 049 | 160 | 63x7 | 024 , 280 | 6.3x7 | 024 | 280 | 6.3x7 | 029 | 280
- 68 i i i i i i 6.3x7 1 024 | 280 i i
ME-WA ; ; ; ; ; ; ; ; ; ;
Ve 100 : : B8.3x7 | 024 | 280 | 6.3x7 , 024 |, 280 | 6.3x7 , 0.29 , 280 : :
TEWG 150 ! ! 6.3x7 1 024 ' 280 | 6.3x7 ' 029 ' 280 ! ! ! !
220 6.3x7 | 024 | 280 | 6:3x7 , 029 | 280 | 63x7 |, 0.29 ;| 280 l l ; :
ME-FX T T T T T T T T T T
330 6.3x7 1 0.29 ' 280 [ [ [ [ [ [ [ [
ME-FH L L L — L L % L ! L | L L
VEPX Please refer to page 15 for ripple current frequency coefficients. Rated ripple current LCase size:pDxL(mm)
S mArms(100kHz, 105C)
ME-HPC-HPD Impedance(Q)
max at 100kHz, 20T
ME-FC-FD
ME-SWN M Part number ' yax SAX
MEHWN 16 ME 47 UAX 16 ME 22 SAX
Series code Series code
Rated capacitance Rated capacitance
Type code Type code
Rated voltage Rated voltage
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